DIVISION 9 – FINISHES

09 00 00 FINISHES

09 20 00 – PLASTER AND GYPSUM BOARD

PLASTER

A. General

1. Major partitions are to extend to underside of structure as required by code. Allow for structural deflection.

2. In moist areas, portland cement plaster should be used if a more permanent material is not within budget limits.

3. Plaster finishes on steel lath or on gypsum board are usually satisfactory. Double thickness of gypsum board may also be considered.

4. Acoustical plaster is not acceptable for ceilings.

GYPSUM BOARD

A. General

1. Partition construction should give special consideration to the noise reduction capabilities of the installation. It is especially important between offices, between classrooms and offices, and between student rooms and apartments in residence buildings. Allow for structural deflection.

2. Interior partition framing should be non-combustible. Prefer metal studs. If wood must be used, specify pressure treated fire retardant.

3. Do not direct glue gypsum board to masonry below grade.

4. Exterior grade soffit board (5/8” thick) may be substituted for cement plaster in protected soffit areas that has limited exposure to the elements. Do not use moisture resistant gypsum board for horizontal surfaces and soffit areas. Extra attention to the details of perimeter edge of the soffit shall be made with proper drip-lip and break from the vertical wall surfaces.

5. Fiberglass tape recommended for joints.

6. Provide USG Durock or Wonderboard backing board for all ceramic tile. Moisture resistant gypsum board is not acceptable.
7. In areas where gypsum board is used and it is subject to physical abuse, high impact gypsum board is to be used.

8. Consider use of mold resistant gypsum board.

09 30 00 – TILING

A. General

1. Quarry tile or ceramic tile are preferred for heavy use floor areas such as Toilet Rooms and corridors.

2. Ceramic tile may be used for Toilet Room and Shower Room walls. Provide protection for outside corners in high traffic areas. Verify with Owner’s Representative.

3. Specify Constructor to provide Owner, minimum 1-5% extra stock of each type.

4. Concrete base for tile shall receive a floated finish not a steel trowel finish.

09 50 00 – CEILINGS

A. General

1. For suspended lay-in acoustical ceiling system prefer Armstrong, Dune beveled tegular #1775, with HumiGuard Plus, Bio Block paint on face and back, or approved equal.

2. Except for high finish areas, provide standard 24” x 24” panels with exposed 15/16” grid. Match existing where appropriate, verify with Owner’s Representative.

3. Additional support wires shall be installed as required to stiffen the ceiling grid for lighting fixture installation.

4. Specify Constructor to provide Owner, minimum 1-5% extra stock for each type.

09 64 00 – WOOD FLOORING

A. General

1. All gymnasium flooring systems shall be grade seconds or better in hard maple flooring installed according to manufacturer.

09 65 00 – RESILIENT FLOORING

A. General
1. Resilient tile should be a vinyl composition tile, although straight vinyl or rubber may be considered. Prefer the Owner’s standard tile, verify with Owner.

2. In areas where spillage of radioactive material may occur, sheet material with welded seams is preferred to tile.

3. Base is generally 4” vinyl coil cove base.

4. Constructor shall provide 1-5% extra of each color, type and size of tile and base used.

09 66 00 – TERRAZZO

A. General

1. If terrazzo floors are specified, prefer full thickness terrazzo flooring with proper expansion/central joints and sub-base design.

09 67 00 – SPECIAL FLOORING & FLOOR TREATMENT

SPECIAL FLOORING

A. General

1. Synthetic floor coverings maybe used in special areas with the prior approval from the Owner’s Representative.

FLOOR TREATMENT

A. General

1. Special toppings may be considered for particular areas where they may prove more satisfactory than a standard finish. These include magnesium oxychloride, epoxy, elastomeric and others for special purposes.

2. In laboratories where explosive gases may be used, conductive materials should be specified.

09 68 00 – CARPET

A. General

1. Floor areas in offices, classrooms, auditoriums, etc. should receive modular tile carpeting. This should be verified with the Owner’s Representative before specifying.

2. Generally, carpet is purchased by the Owner and installed by the Constructor, but in some cases, it may be purchased and installed by the Constructor. In all cases,
selection of carpet shall be coordinated with Owner’s Representative and installed as a part of the contract.

3. Avoid carpeting near primary entrances. Walk off carpet tile is acceptable, verify with Owner.

4. Constructor shall provide 1-5% extra of each color, type and size of carpet tile used.

09 69 00 – ACCESS FLOORING

A. General

1. Pedestal floors are frequently needed in spaces where computer or other concentrated areas of electrical or electronic equipment is used. Consult with Owner for manufacturer.

2. Provide 1-5% extra stock of floor panels.

09 72 00 – WALL COVERINGS

A. General

1. Vinyl or fabric wall coverings may be used in special areas with prior approval from the Owner’s Representative. Vinyl wall coverings are not preferred on exterior walls.

09 90 00 – PAINTING & COATING

A. General

1. Most walls will receive standard painted finishes.

2. In corridors, heavy use areas, dirty areas, or restrooms without tiled walls, epoxy paints should be considered for easier maintenance.

3. All corridor finishes shall satisfy the flame spread requirements of the Iowa State Building Code.

4. Paint on most interior surfaces should be semi-gloss.

5. Paint on most exterior surfaces should be gloss.

6. Specify the painting of mechanical equipment, piping and electrical equipment and conduit where necessary for protection or appearance.
7. University of Northern Iowa bases its paint color on Sherwin Williams Paint Company.
   
   A. SW1011 – Standard Wall Color  
   B. SW1013 – Door Frames  
   C. SW1096 – Metal Doors  
   
   b) Diamond Vogel paints are to be specified for Department of Residence projects.  

8. Specify minimum of stain plus two coats of high performance transparent finish on woodwork not intended to be painted. Open grain wood may require paste wood filler.